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Noise Insulation Systems

EcoBlanket

FOIL FACED NATURAL FIBRE ROOFING BLANKET

DESCRIPTION
EcoBlanket ;- 50mm thick natural Jute, an environmentally friendly fibre,
which traps air giving higher thermal and acoustic ratings. Approx. Density

980g/m24 Foil Faced jute bonded to lightweight aluminium foil on one side.
Manufactured by Higgins Manufacturing Group Pty; Ltd; An Australian
owned company.

FEATURES & BENEFITS

Safe, Non itch, Natural fibre with excellent thermal and acoustic ratings. Jute
is safe and easy to install and the colour reduces glare. Fast to install with
standard timber or metal roofing screws that do not bind in the jute. Meets
all quality and thermal standards. Long rolls mean less joins less
warmth/cool escapes, noise enters.

THERMAL/ACOUSTIC INSULATION
With metal roof, EcoBlanket above rafters, ventilated cavity, 90mm rafter,

10mm plasterboard lining, in summer conditions;- Weighted mean R2.5
JAMES M. FRICKER Pty; Lid; Report No. i135a. May 2004.

FIRE RESISTANT
AS/NZS 1530.3-1999 Fire Test Results;-

Ignitability 0, Spread of Flame 0, Heat Evolved 0, Smoke Developed 0-1.
AWTA Textile Testing N.A.T.A. Lab. Test Report 7-528393-CQ. 16.06.2004.

THICKNESS OF LAYER

Total thickness 50mm

DIMENSION OF ROLLS
1200mm WIDE x 15m LONG rolls for less joins, easierinstallation and less
thermal/acoustic escape

DENSITY
982g per m2 which is 19kg per m3
AWTA Textile Testing N.A.T.A. Lab. Test Report 7-528393-CQ,  16.06.2004.
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